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Label Stock Compatibility 

US-140  

Standard Wax/Resin Thermal Transfer Ribbon

· Provides good scratch/smear resistance while offering most economical mid-range solution

· High density formulation necessary to provide consistent scan rates

· Broad print latitude to the most receiving materials – labels facestocks and tag stocks

· Excellent edge definition and print quality at high dpi and print speeds - up to 10 IPS   

· Anti-static formulation and backcoating to prolong print-head life

	Recommended media substrates

	Coated & uncoated papers, Tag stocks, Synthetic papers,  Films (PVC, PET),

and other pressure sensitive materials.[image: image2.png]IKANZAKI
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WHEN YOUR IMAGE MATTERS"





· All products should be tested in your application. Please contact UCA for free samples.

     




� EMBED Photoshop.Image.5 \s ���





                 Trans-Therm: 1C, 2C, 2 


 TransCode: White, White II, Clear, Clear II


     BOPP: 2M Clear, 3M White, Synthetics 





THERMLfilm Select: 21940, 21650, 31800,


21830, 21230, 22230, 31500, 41000


Alphamax





� EMBED Photoshop.Image.5 \s ���








KTT: 10 ( 40 ( 237 ( 242 ( 333
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                       Optiscan: 1C, 2C 


                             Polyfilm 2


                Durascan: F, S, P, PCL, L
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Vellum ( Polyprint ( Polylaser ( PE Laser


Transfer: Flex, Matte 65, Matte 90, Gloss & Premium Plus ( PE ( PPTC ( PP Corona Treated





     Polyart


Clay Coated High Density Polyethylene
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